FRO18G0

F271360

F201560

F201260

F2r1360

FOO17E@0, FRO1IBGO
(Back Logs)

l 251060

F271160

F150960

Place the
FR018GO under
the pedestals.
Pull it forward
until the front
edge touches the
front logs. This
will create the
heat chamber
needed to help the
logs glow and
radiate heat.

251060

F2711G0

Stack the F17GO
on top of the
FRO18GO. Place
the rest of the top
logs as shown.

FRO24@0

271360

i F251060

F271460

Place the
FR024GO under
the pedestals.
Pull it forward
until the front
edge touches the
front logs. This
will create the
heat chamber
needed to help the
logs glow and
radiate heat.




201260

FISRE0 \ F74960

F201560

AN

251060

F271360 E271460

F252260, FRO24G0
(Back Logs)

Stack the
F2522G0O on top
of the FRO24GO.
Place the rest of
the top logs as
shown.

FRO30E0O

F27{360 F2719G0

F251060

201260
Fri3G0O \ 150080

201860

AN

F251060

271360 F271960

F252260), FRO3S0EO
(Back Logs)

Place the
FRO30GO under
the pedestals.
Pull it forward
until the front
edge touches the
front logs. This
will create the
heat chamber
needed to help the
logs glow and
radiate heat.

Stack the
F2522GO on top
of the FRO30GO.
Place the rest of
the top logs as
shown.




